E3 polymetron

8810 methanol analyser

Applications
® Control of biological denitrification process (biofilters)

° Monitoring in the effluent of the waste water plant effluent
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Advantages

™ Direct measurement with a METHANOL BIOSENSOR

™ No sample filtration (effluent)

® Monthly maintenance

® Reagent replenishment and sensor membrane replacement once
a month only

e Automatic and programmable calibration

® Low measuring range (0-20 mg/l METHANOL)

® Specific methanol measurement

® Very low detection limit (0.5 mg/l METHANOL)
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Specifications

Il WORKING PRINCIPLE :

Discontinuous measurement
of the raw sample (after
automatic conditioning with
one reagent) & amperometric
detection with a METHANOL
BIOSENSOR

Measuring range :
0-20 mg/l METHANOL

Detection limit :
0.5 mg/l METHANOL

Frequency :
1 measurement every 20
minutes

Accuracy/repeatability :
+ 0.2 mg/l or + 5% (whichever is
greater)

Il SAMPLE/RINSING WATER/
INSTRUMENT AIR :

. 1 sample in standard

. Temperature : 3 - 30°C

(37 - 86°F)

. Pressure : 0.5 - 6 bar (7 - 87 psi)

. Flowrate : 50 - 300 I/h

. Volume : ~ 200 ml/analysis
. Rinsing water : 1 - 6 bar
(dechlorinated)

. Instrument air: 5 - 7 bar

Il INSTALLATION :

. Free standing cabinet (1800 *
600" 400 mm) . IP 54. Steel and
epoxy painted

. Sample : 10/12 mm tubing

. Rinsing water : 6/8 mm tubing
. Air : 4/6 mm tubing

Il OUTPUTS / ALARMS :

. 2 x 0/4-20 mA (measurement
and raw signal)

. 3 relays (2 for low and high
limits/1 for system alarm)

. Sample, conditioning reagent
and calibration solution level
detectors

. RS 232

B EMC:
This instrument conforms with

the European Directive 89/336/
CEE
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